


JMA has worked with RGB 
Facades on a number of 
projects ranging from 
new build to refurbs, they 
provide a broad range of 
products and come with 
a wealth of knowledge in 
the façade sector, highly 
recommended

As one of the market leaders in the rainscreen cladding sector, RGB Facades 
have worked alongside industry specialists to develop an extensive portfolio 

of flexible products ensuring our clients achieve a quality cost effective facade 
specifically tailored to suit their exact project requirements.

Our team have a wealth of industry knowledge to help guide you right 
through a project from start to finish. Assisting with research, design, 

acquisition and supply ensuring quality and professionalism through out every 
stage.

Whatever the project, whatever the material we can provide quality at a 
competitive price.

James Ainsworth
Director, JMA Façade Design Ltd

Welcome to RGB Facades
THE FULL SPECTRUM OF QUALITY FACADES
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When it comes to construction we all know no job is ever the same, this means 
the requirements of our clients can be extremely diverse. With this in mind the 
depth of our product range has been developed specifically to cater for this.

Such variety has ensured our team have gained a wealth of knowledge in the 
industry, no matter what stage of the project we are engaged in.
RGB Facades can be involved right from the start working closely with Architects 
and building specifiers advising on what products would suit your specific 
project requirements. Conversely RGB Facades are frequently brought in to 
problem solve much further down the line, fixing issues and getting materials to 
site in a matter of days!

Whatever the stage of your project, RGB Facades are primed to find the best 
fit for your client needs.

How We Work

First Contact
We begin the process by meeting with the client to outline 
project requirements, needs, wants and aspirations. Whilst 
also highlighting any potential complexities or challenges.

Research & Design Support
We then conduct any necessary further research whether 
this be into more suitable products, specific colour matching 
or customisation of any kind. Our aim is always to select the 
best material for your requirements. We are on hand during 
the design phase to assist where needed to overcome any 
project challenges or complex configuration. We maintain a 
strong relationship with all our material producers, providing 
the bridge between you and the manufacturer.

Acquisition
Once all research and design is complete and all parties are 
satisfied we then procure all selected material ensuring our 
clients get the best price possible.

Supply and Delivery
Correct and properly planned supply and delivery to site 
is crucial to the success of any project. RGB Facades focus 
special attention on this making sure you receive materials 
as and when you need them, avoiding delays where 
possible and providing site support if required.

The RGB Process
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Brick Cladding

The traditional brick appearance is still a very popular choice within the 
marketplace and in some occasions a requirement in the planning process. 
Traditional bricklaying however can be a very time consuming and labour 
intensive process.

RGB Facades offer a wide range of brick cladding systems which gives the 
appearance of traditional brickwork with a fast track, lightweight cost effective 
installation.

With an extensive range of colours and textured brick tiles we can offer the 
appearance that the client requires for their project. 

Brick Cladding

•  Lighter
•  Faster
•  Durable

•  Predictable
•  Cost savings
•  Maximise space
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Mechslip enables architects and building specifiers to use authentic brick with 
the inspired versatility of a fully mechanically fixed cladding system, with a wide 
selection of brick types and finishes.

• Lightweight brick cladding system
• Fully mechanically secured brick slips
• Non-combustible system components
• Versatile brick detailing options
• Can be installed in all weather conditions

• Engineered grooves fabricated into 28mm thick brick slips
• Brick spacer supplied to create vertical mortar joints
• Rated F2 ‘Severe Exposure’ Frost Resistance
• UK & European sizes as well as Linear and special shape bricks
• Brick specials including one-piece corners
• Full Ibstock range of 300+ brick finishes

Mechslip
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Popular 
Bricks

Brick Finishes

Brick Types

Wirecut
Precise edges are formed within 
the manufacturing process 
although a softer edge can be 
achieved by rumbling. 

Handmade & Stock
Commonly has soft edges. 
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Natural X is a lightweight, mechanically fixed cladding system delivering all the benefits 
of a natural clay brick façade. Featuring unique clay brick slips and 6063t6 grade 
aluminium support rails, the system is available in a wide range of colours and textures. 

• Fully mechanical secured brick slips
• Pre-spaced mortar joints
• Solid natural clay brick
• Large reduction in structural load
• Quick installation
• CWCT tested

Natural X

Natural-X Brick Slips

• Uniquely profiled to engage with rail system
• Prefabricated 10mm vertical mortar joints
• Rated F2 ‘Severe Exposure’ Frost Resistance
• Low water absorption – 2.4%
• Colour range including: Red, Orange, Cream, Buff, Grey, Brown & White
• Textures including: Smooth, Dragfaced, Sandfaced
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For a greater selection of finishes and physical 
samples contact us!

Simplicity Range

Buff/Yellow

Blue/
Brown/Black

Grey

RED / PURPLE
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Metal & Mesh

Metal remains one of the most diverse and aesthetically pleasing façade 
treatments and the versatility of the materials can give a changing and lasting 
finish.

RGB Facades have researched and developed with industry specialists within 
the market place to allow you to achieve a stunning façade and at a very 
competitive price.

The innovative range of metal rainscreen systems allow a precise and efficient 
installation, with perfect joint lines and accurate tolerances.

Metal & Mesh
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RGB Facades in partnership with Genius 
Facades now offer an extensive range of 
versatile and innovative certified A1 Non 
combustable metal cladding systems.

Genius Facades cladding systems 
have evolved following years of 
research and development by industry 
specialists aiming to produce fire 
safe, contemporary facades that can 
be designed and incorporated into 
new builds or seamlessly retro fitted 
to enhance refurbishments of existing 
buildings.

Genius 
A1 Non-Combustible Range
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The Genius Prime system utilises a 3mm aluminium ‘hook on’ panel, which 
combines contemporary aesthetics with uncomplicated fixing methods 
allowing for rapid installation time.. 

• A1 non combustible
• Available in large format panels
• Allows for generic detailing by the designer
• Exceptionally simple system to design detail and install
• Recyclable
• Unique ‘hook on’ installation method
• 4.5m2 coverage by 1 panel

Prime

The Genius cassette range offers two specially 
designed systems SECRET & DISCRETE

The Genius Secret system utilises fully 
concealed fixings which introduce seamless 
joints to the Genius range.

Clients looking to create a smooth and 
continuous effect in a final facade appearance 
can now achieve this with the cost-effective 
and easy to install Genius Secret system.

The Genius Discrete system allows for an 
extremely cost effective facade to be applied 
where cost constraints are more demanding. 
The fixings are discretely placed within 
the panel joints and allows for isolated and 
individual panel removal.

Key Features of the Cassette Range

• A1 non-combustible
• Allows for generic detailing by thedesigner
• Simple to design detail and install
• Cost effective
• Wide range of colours available

Cassette Range
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The Genius Extruded Plank range consists of 
the PLANAR, CURVATION & WAVE systems.

Each system boasts expertly engineered 
components that offer precise, durable and 
versatile facade elements. Panels can be 
installed horizontally or vertically and offer 
the unique capability of curved facade panel.

With this range the choice of design is only 
limited by the imagination of the designer.

Key Features of the Cassette Range

• A1 non combustible
• Multitude of panel designs available
• Accurate
• Curved facade panel capability
• Easy to install
• Wide range of colours available
• Secret fixings
• Can be installed horizontally or vertically

Extruded 
Plank Range

Striking and contemporary Genius Breeze 
offers a versatile, ventilated, perforated and 
expanded mesh panel facade solution.

• A1 Non-combustible
• Low environmental impact
• Bespoke and standard fixing grids
• New unique look
• Complex shapes
• Wide range of materials
• Variety of colours
• Recyclable

The Genius Unitised system, allows the architect 
to be able to select a precise prefabricated 
facade system with the alignment accuracy 
associated with unitised applications.

• A1 non combustible
• Reduced programme times
• Unique versatile aesthetics
• Excellent quality control
• Reduced handling and storage
• Enables rapid installation
• Minimal wastage

Breeze

Unitised
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RGB Facades are delighted to offer our natural stone rainscreen system which 
gives a cost effective and faster solution to hand set stone.

The tiles are available in 20mm, 30mm and 40mm depending on the stone type 
that is required for the project. They are fabricated with a horizontal kerf at the 
top and bottom of the tile and fixed back to a vertical T rail with a stainless-steel 
clip using Tek screws.

The tile sizes available depends on the stone type required and orientation, 
please seek advice from one of RGB’s cladding specialists.

Our natural stone rainscreen system is also fully impact tested to the latest 
British requirements.

Benefits
• Varied Panel Options
• Cost Effective
• Fast Track Construction – 2/3 times faster than traditional
• CWCT tested
• Non Combustible
• High Strength
• 52kg per m2 20mm & 72kg per m2 30mm
• Universal Sub Structure

Stone Rainscreen

Stone
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Decorative Boarding

RGB Facades portfolio includes some major cladding brands such as Marley 
Eternit, Rockpanel, Swisspearl, ACM and Vitradual which are manufactured from 
various materials and finishes, providing a wide choice of product & colour 
options. Contact us today to find out more.

Decorative Boarding
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Terracotta cladding is continually evolving from the 90s technology of 600 x 
300 red tiles to now versatile and bespoke glazes, shapes and solutions.

Modern manufacturing and glazing now gives architects and clients a new 
dimension when designing their buildings.

Whether oriented vertically, horizontally, shaped profiled, glazed or unglazed 
Terracotta offers endless configurations and finishes. As a natural solution for 
cladding it outperforms other alternatives whilst offering the potential to add 
distinction, warmth and uniqueness to buildings.

RGB Facades work closely with all parties from start to finish to make sure the 
project is as per the architect’s impressions and within the contractors budget.

Benefits
• BBA approved
• Large length terracotta cladding: up to 180 cm
• Heights from 15 to 60 cm
• Variable colour, finish, shape allowing for many customisation possibilities
• Can be installed horizontally or vertically
• High impact performance – Q4 Impact Resistant for ground floor
• Maintenance free and durable
• Non Combustible

Terracotta

Terracotta
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Insulation

Effective non-combustible thermal and acoustic insulation for ventilated façades. 
RAINSCREEN DUO SLAB is a dual-density insulation specifically developed for 
use within ventilated cladding systems, as well as sealed systems such as curtain 
walling. Once installed, the robust outer surface of the slabs, in combination 
with a factory- applied water repelling agent, acts to resist rain ingress during 
construction.

Benefits
• A1 Non-combustible
• Designed for use on high rise buildings
• Water-repellent: Fibres impregnated with a water- repelling agent during 

manufacture
• Fewer fixings required for installation compared to standard stone wool slabs
• Robust front face resists damage and over-driving of fixings

Rockwool Rainscreen Duoslab
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Earthwool RainScreen Slabs are non-combustible Rock Mineral Wool slabs, 
manufactured using our revolutionary ECOSE® Technology and a water repellent 
additive, and are designed for use in rainscreen façade systems both below and 
above 18m in height.

Benefits
• BBA Certified
• Excellent thermal performance.
• Non-combustible A1 Euroclass Reaction to Fire classification
• Excellent sound absorption characteristics provide high levels of sound 

reduction
• Suitable for use on all buildings including those above 18m in height providing 

compliance with fire related building regulations.
• Contributes to building regulation compliance without reliance on separate 

testing or desktop studies.
• Provides a unique combination of thermal, fire and acoustic performance.
• Can be installed either way round on site without compromising performance.
• 3D U-value calculations
• Wind load testing
• Water repellent additive
• More robust slab
• Improved mechanical characteristics
• Enhanced thickness range 50-250mm

Knauf Earthwool RainScreen Slab
The self-adhered nature of Wraptite allows for a simple and fast installation 
process, minimising the use of additional sealants and tapes, and requiring no 
specialist contractors to achieve a robust result.This one-step solution provides 
both a damage resistant air barrier layer and effective secondary weather 
protection in one installation process, allowing a wind and watertight envelope 
to be achieve more quickly than using traditional methods.

Benefits
• Self adhered
• Airtight yet vapour permeable
• BBA Certified (Cert. No. 15/5274)
• Tough 3-Layer Laminate resists punctures and tears
• Lightweight and easy to install
• Wide service temperature range
• Can be left exposed for up to 90 days (North America) or 120 days (UK) 

Wraptite
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FastFrame is an adjustable cladding fixing system that suits most brands of 
exterior cladding panels. We can offer a technical service to calculate the safest 
yet most cost-effective bracket spacings to support your facade. Save time and 
money with FastFrame get in contact today.

Benefits
• BBA approved
• The FastFrame system presents the fastest, simplest and most cost-effective 

facade support solution on the market.
• 2-3 days in-house calculations specific to every application.
• The adjustable, universal bracket made from 5251 H22 grade aluminium 

comes complete with an isolation clip and is suitable for almost all building 
substrates.

• The T & L rails are made from high specification 6063 T6 grade aluminium.
• Compatible with various facade finishes, including spun rock, HPL, cement 

based sheets, ACM, render systems, timber & many more.
• On-site pull out tests by trained technicians.
• FastFrame is available from a UK distribution network and has available ex-

stock for overnight delivery.
• Fully backed by an independent structural engineer offering PI cover.
• Suitable for marine environments.

FastFrame

Framing

Rivet Face Fix
Panels are fixed to the vertical 
aluminium rails with powder coated 
blind rivets.

Mechanical Secret Fix
Mechanical secret fix uses carrier 
brackets fixed to the rear of the 
panel with specialised fixings that 
then hang on to a horizontal carrier 
rail.

Secret Adhesive Fix
Secret adhesive fixing uses high 
strength bonding systems to fix the 
panels to a prepared aluminium rail.
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the AxiAL range of rainscreen support systems and lightweight framing 
components has been developed by industry experts to offer a diverse selection 
of generic framing options that can accommodate a wide spectrum of materials 
and design requirements. Providing both cost-effective and flexible solutions, 
and benefiting from the safety of mechanical fixing methodology, there is an 
AxiAL system to suit the needs of most new build and refurbishment projects – 
for buildings that are built to last.

Comprised of an extensive standard range of pre-assembled brackets & rails, 
available in both aluminium and stainless-steel options, AxiAL components 
and systems are manufactured from the highest quality metal alloys, ensuring 
optimum structural integrity and longevity, striving to meet and exceed the 
evolving performance requirements of the cladding and façade industry.

Cladding Materials AxiAL Range Supports
• High Pressure Laminates
• Rockpanel
• Fibre Cement
• ACM
• Aluminium
• Stainless Steel
• Timber Laminates
• Brick Slip
• Weatherboarding
• Render
• Terracotta
• Metals
• Zinc / Copper

AxiAL Support Range
AXR1
Stainless steel support system 
suitable for mechanical face 
fixing of cladding elements 
by means of rivet or screw, in 
vertical applications.

AXR3
Stainless steel support system 
suitable for mechanical 
concealed fixing of horizontal 
and vertical application 
cassette panels.

AX1
Aluminium support system 
suitable for mechanical face 
fixing of cladding elements 
by means of rivet or screw, in 
vertical application.

AX3
Aluminium support system 
suitable for mechanical 
concealed fixing of horizontal 
and vertical application 
cassette panels.

AXR2
Stainless steel system suitable 
for mechanical face fixing of 
cladding elements by means 
of rivet or screw, in horizontal 
application.

AXR4
Stainless steel support system 
suitable for face-fix rainscreen 
with a shallow cladding zone and 
no adjustability requirement in 
the cladding zone.

AX2
Aluminium support system 
suitable for mechanical face 
fixing of cladding elements 
by means of rivet or screw, in 
horizontal application.

AX4
Aluminium support system 
suitable for face-fix rainscreen 
with a shallow cladding zone and 
no adjustability requirement in 
the cladding zone.
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Nvelope produce Rainscreen Support Systems that are safe, economic and 
effective, delivering pragmatic solutions in façade and rainscreen façade support 
systems, since the 1980s.

Benefits
• BBA Aproved
• 35 years durability 
• High-quality products for the best value.
• Rail length optimisation (off site, cut to length) and split boxes to supply 

precise numbers of brackets required, when they are required.
• Simplify the complexity of façade and are able to support almost any genre. 

Our installer-friendly systems are tried and tested.
• Our safe and versatile rainscreen cladding brackets and support systems are 

approved and optimised for value, enabling clients to buy with complete 
confidence.

• Anodisation and Polyester Powder Coating are available for both brackets 
and rails.

• Nvelope content is BIM level 2 compliant.

Nvelope
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SIDERISE RH and RV cavity barriers for use in the external envelope or fabric of 
buildings.

The SIDERISE RH ‘Open State’ horizontal and RV vertical cavity barrier range 
represents the default choice for market leading, high performance Rainscreen 
Cavity Barrier applications. 

Benefits
• Allows continuous ventilation and drainage behind external envelope
• Market leading fire resistance
• Rapid seal closure times
• Fully compliant and meets ASFP and CWCT guidelines
• Horizontal barriers can incorporate up to 50mm continuous ventilated air 

space
• Vertical barriers accommodate cladding movementduring construction
• Free from Volatile Organic Compounds

Siderise

Cavity Barriers
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SIDERISE RH ‘Open State’ horizontal cavity barriers have been specifically 
developed to meet the requirements for cavity barriers used in drained and 
ventilated facades. Their use ensures that the system will drain any moisture 
within the façade construction, whilst maintaining airflow and, in the event of 
fire, provide an effective hot smoke and fire seal.

SIDERISE has developed two ‘Open State’ (open void) horizontal solutions: 
RH25(G/S) for air gaps up to 25mm and RH50(G/S) for air gaps up to 50mm.

The product range is fully compliant to current market requirements and 
additionally has been tested to recent
ASFP Guidance: ‘Open State’ Cavity Barrier used in External Envelope or Fabric 
of Buildings, utilising principles of EN 1363-1.

SIDERISE RH ‘Open State’ horizontal cavity barriers 

SIDERISE RV vertical cavity barriers for rainscreen cladding are used to full fill 
the void between the external envelope and internal structure.

By fully sealing the void, they assist ventilated facades to Benefits function by 
maintaining air-pressurisation compartmentation.

Importantly, their unique stonewool lamella core construction enables the vertical 
barriers to accommodate the serviceability movement normally associated with 
rainscreen facades.

Intersections between horizontal and vertical cavity barriers are simply abutted.

SIDERISE RV vertical cavity barriers
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Visit Us!
Why not book an appointment and come and have a chat with our team, you 
can observe material first hand in our new show room.

0161 302 0392
www.rgbfacades.co.uk
sales@rgbfacades.co.uk  
 
Showroom address - 
St Johns House, 2 – 10 Queen Street,
Manchester,
M2 5JB

0161 302 0392
www.rgbfacades.co.uk

sales@rgbfacades.co.uk  
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